INDEX OF SHEETS

HIGHWAY STANDARDS

GENERAL NOTES (CONTINUED...)

THE CONTRACTOR SHALL COCRDINATE CONSTRUCTION ACTIVITIES WITH UTHLITY COMPANIES,

SHEET NO, DESCRIPTION SIANDARD NQ,  DQESCRIPTION THE VILLAGES OF MIDLOTHIAN AND QAK FOREST,
! TITLE SHEET Q0000106  STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OQFFICE ON STATE
PROPERTY wITHOUT WRITYEN PERMISSION FROM THE DEPARTMENT.
2 INDEX OF SHEETS, HIGHWAY $TANDARDS, AND GENERAL NOTES
424001-07  PERPENDICULAR CURB RAMPS FOR SIDEWALKS ANY PAVEMENT MARKINGS AND RAISED REFLECTIVE PAVEMENT MARKERS OBLITERATED BY
3 - 5 SUMMARY OF QUANTITIES MILLING AND RESURFACING OPERATIONS ON SIDE STREETS AND ENTRANCES SHALL BE
&24006~-01 DIAGONAL CURE RAMPS FOR SIBEWALKS REPLACED AND PAID FOR N XIND,
6 - T TYPICAL SECTIONS
424011-01  CORMER PARALLEL CURB RAMPS FOR SIDEWALKS ALL DAMAGE TO EXISTING PAVEMENY MARKINGS OR RAISED REFLECTIVE PAVEMENT MARKERS
8 - 12 RCADWAY AND PAVEMENT MARKING PLANS QUTSIDE THE REMOVAL LINE SHOWN ON THE PLANS SHALL BE REPLACED AT ND ADDITIONAL
424016-03 MID-BLOCK CURB RAMPS FOR SIDEWALKS COST TO THE DEPARTMENT.
13 - 134 DETECTOR LOOP REPLACEMENT PLANS
424021-02  DEPRESSED CORNER FOR SIDEWALKS BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FOR FUTURE
14 DETAILS FOR FRAMES AND LIDS ADJUSTMENT WITH MILLING (BO-0®) REFERENCE, ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE PAVEMENT
442701-03 CLASS C AND D PATCHES MARKERS) IN QRDER THAT THESE LOCATIONS CAN BE RE-ESTABLISHED FOR STRIPING. EXAQT
15 PAVEMENT PATCHING FOR HMA SURFACED PAVEMENT (80-22: LOCATIONS OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER.
604001-03  FRAMES AND LIDS TYPE 1
6 CURB OR CURB AND GUTTER REMOVAL AND REPLACEMENT (B0-24) ALL PAVEMENT PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE ENGINEER.
60409102  FRAME AND GRATE TYPE 24
17 BUTT JOINT AND HMA TAPER DETAILS (BD-32!
506001-05 CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURE AND GUTTER LOCATION OF COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT {0OR
18 HMA TAPER AT EDGE OF P.C.L. PAVEMENT (BD-33: COMBINATION CURB AND GUTTER (THE TYPE SPECIFIED OM THE PLANS)), WiLt BE
; DETERMINED IN THE FIELD BY THE ENGINEER,
19 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS, 630001-10  STEEL PLATE BEAM GUARDRALL
AND DRIVEWAYS {TC-10} DRAINAGE ADJUSTMENY OR RECONSTRUCTION LOCATIONS WiLk BE DETERMINED IN THE FIELD
£35006-03  REFLECTOR AND TERMINAL MARKER PLACEMENT BY THE ENGINEER,
20 TYPICAL APPLICATHING RAISED REFLECTIVE PAVEMENT MARKERS
(SNOW-PLOW RESISTANT) ¢TC-13 63501102 REFLECTOR MARKER AND MOUNTING DETAILS IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND
CONDITIONS EXISTING IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS.
20 DISTRICT ONE TYPICAL PAVEMENT MARKINGS (TC-13: 201011~ - P v
010i1-04  OFF-RD MOVING OPERATIONS, 2L. 2W. DAY ONL FRAMES AND GRATES ADJUSTMENT OF PRIVATE UTILITIES WITHIN THE LIMITS OF THE
22 TRAFFIC CONTROL AND PROTECTION AT TURN BAYS (TO REMAIN OPEN TO TCI201-04  LANE CLOSURE, 2L. 2W. DAY ONLY, FOR SPEEDS 2 45 MPH IMPROVEMENTS S$HALL BE DONE BY THEIR RESPECTIVE OWNERS AND ARE NOT PART OF THIS
TRAFFIC} (TC~14 CONTRACT,
-4 A LOSURE, , 2W, SHORT TIM PERATION
23 PAVEMENT MARKING LETTERS B SYMBOLS FOR TRAFFIC STAGING (T4-18) TOI301-G4 LANE C E. 2L, 2w, SHORT TIME OPERATIONS THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR AT
{B4T! 705-4470 A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK,
TOI306-03  LANE CLOSURE. 2L, 2W, SLOW MOVING OPERATIONS DAY ONLY.
24 ARTERIAL ROAD INFORMATION SIGN (TC-22) FOR SPEEDS 2 45 MPH - ¢ CPERATIONS ©
THE ENGINEER SHALL CONTACT PATRICE HARRIS, ARTERAL TRAFFIC OPERATIONS ENGINEER, AT
(B47) 705-2412 A MINIMUM OF TWO (2) WEEKS PRIOR TO THE PLACEMENT OF PERMARENT
TOL3M-03 ANE CLOSURE 2L, 2W MOVING OPERATIONS - DAY OMLY
25 - 3L DISTRICT ONE STANDARD TRAFFIC SIGNAL DESIGN DEVAIL, SHEET 1 OF 7 LANE CLOSURE 2. 2 v 1ONS © PAVEMENT MARKINGS.
(1505 -
701336-06 ;gggungsgggmgi' 2 WORK AREAS IN SERIES. FOR THESE PLAMS WAVE BEEN PREPARED FROM NOTES RECEIVED FROM THE BUREAU OF
32 DISTRICT ONE DETECTOR LOOP INSTALLATION DETAILS FOR ROADWAY CONSTRUCTICN.
RESURFACING (75-07) TOLZT-02  LANE CLOSURE. MULTIDANE, INTERMITTENT OR MOVING GPER., THE CONTRACTOR SMALL BE REQUIRED 7O PROVIDE ACCESS TO ABUTTING FROPERTY AT ALL
TIMES DURING THE CONSTRUCTION OF THIS PROJECT.
701501-06  URBAN LANE CLOSURE, 2L, 2% UNDIVIDED
FOR FRAMES AND L1DS ADJUSTMENT WITHOUT MILLING, REUSE EXISTING FRAME AND LID
701502-06  URBAN LANE CLOSURE, 2L, 2% WITH BIDIRECTIONAL LEFT YURN LANE UNLESS CTHERWISE SPECIFIED IN THE PLANS.
701603-09  URBAN LANE CLOSURE, MULTILANE, LW OR 2W WITH NONTRAVERSABLE MEDIAN DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.
701606-09  URBAN LANE CLOSURE, MULTILANE . 2# WITH MOUNTABLE MEDIAN PAVEMENT MARKING TAPE, TYPE III SHALL BE USED FOR SHORT TERM PAVEMENT MARKINGS
ON ALL FINAL SURFACES., THE COST QF THE PAVEMENT MARKING TAPE, TYPE III AND 1TSS
70170:-09 URBAN LANE CLOSURE, MULTILANE INTERSECTION REMOVAL SHALL BE INCLUDED IN THE COST OF SHORT TERM PAVEMENTY MARKING,
TOL1804-05 SIDEWALK, CORNER OR CROSSWALK CLOSURE WHEN THE MILLED PAVEMENT IS OPEN TO TRAFFIC THE MAXIMUM GRADE DIFFERENTIAL
BETWEEN PASSES OF THE MILLING MACHINE SHALL NOT EXCEED I/GINCHES {40 mm! WHERE
701901-03 TRAFFIC CONTROL DEVICES THE SPEED LIMIT 15 40 MPH (BO km/h CR LESS AND 1 INCH (25 mm) WHERE THE SPEED
LIMIT {S GREATER THAN 40 MPH (80 km/h), WITH WRITTEN APPROVAL OF THE ENGINEER, A
MAXIMUM GRADE DIFFERENTIAL OF 3 INCHES (75 mm) MAY BE ALLOWED If THE EDGE OF THE
GENERA‘. NOTES MILLING 1S SLOPED A MINIMUM Li3 (Vi
BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING {WHERE RESURFACING
BEFORE STARTING AMY EXCAVATION, THE CONTRACTOR SHALL CALL “<LUL.LES AT (800 MEETS EXISTING PAVEMENT: ACCORDING TO THE “BUTT JOINT AND HOT-MIX ASPHALT TAPER
BY2-0123 OR B1F FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE AND GAS DETAILS” SHEET INCLUDED IN THE PLANS, UNLESS OTHERWISE SPECIFIED,
UTILITIES. 48 HOUR HOTIFICATION [S REGUIRED.
TEN (1) FQOT TRANSITIONS SHALL BE USED TO MATCH PROPOSED CURB AND GUTTER AND REMOVAL OF HMA OVER GUTTER LINE WILL NOT BE PAID FOR SEPARATELY. AND IS
MEDIAN ITEMS OF WORK TO EXISTING CURBS AND CUTTER AND MEDIANS IN THE FIELD, CONSIDERED PART OF HMA SURFACE REMOVAL PAY [TEM.
UNLESS OTHERWISE SHOWN, THE TRANSITIONS SHALL BE PAID FOR AT THE CONTRACT UNIT
PRICE FOR THE PROPOSED [TEMS OF WORK SPECIFIED. '
ALL SIDEWALK RAMPS WITHIN THE LIMITS OF THE PROJECT SHALL CONFORM TO CURRENT
ADA REQUIREMENTS AND THE APPLICABLE STATE HIGHWAY STANDARDS INCLUDED IN THE
PLANS OR AS DETERMINED BY THE ENGINEER.
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